
Featuring our 2nd generation Dynamic Mesh 
Communication (DMC) with unparalleled intercom 
sound quality, easy pairing, and robust performance.  

For up to 15 riders at a range of 1.6km/1mi.

OVER THE AIR SOFTWARE UPDATES
Keeping your unit up-to-date has never been 

so easy. Use your Cardo Connect App to 
download and install latest software directly to 

your PACKTALK EDGE. No cables needed.

WATERPROOF
No matter what you throw at it, your 

waterproof PACKTALK EDGE will take the 
beating and keep you connected. 

Rain, shine, mud, dust or snow.  

UNIVERSAL BLUETOOTH CONNECTIVITY
PACKTALK EDGE connects with any other 
Bluetooth intercom system of any brand. 

Our improved Natural Voice Operation 
engine rids you from the need to ever press 
a button again. Just say “hey Cardo” and tell 

it what you want, your PACKTALK EDGE 
will do the rest.

Powerful 40mm high-definition speakers 
engineered to perfection by JBL experts, 
with an improved music processor and  

three redesigned audio profiles.

cardosystems.com
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EDGE

 AIR MOUNT
Just bring your PACKTALK EDGE near 

the magnetic mount and it will snap on. 
Simple, Easy and Secure. 
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Universal Fit. Unrivaled performance

Receive a 3 year warranty for 
extended coverage.
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AVAILABLE ACCESSORIES:

PACKTALK Edge
Half Helmet Kit

JBL 45mm Audio SetPACKTALK Edge
2nd Helmet Kit JBL

Specs.
General

Compatibility
Universal

Operating Temperature 
-20˚C to 55˚C / -4˚F to 131˚F

Waterproof

FM Radio
Operating frequencies  76-108 MHz
RDS - Radio Data systems
6 preset station memory

Software Updates 
Over-the-air updates
USB cable updates

Device Settings
Cardo Connect App

Dimensions

Speakers
Diameter: 40mm
Depth: 10mm

Main unit
Height: 46mm | Length: 84mm
Depth: 23mm | Weight: 47g

Battery

Certificates

Talk time
 13 hours

Charging time
up to 2 hours
Fast charging
2 hours talk time after 20 min charge

Standby time
10 days

CE
FCC / IC
SIG BT

lntercom

2nd gen DMC intercom

Auto-reconnect, HD Live
 Bluetooth Intercom

Universal Bluetooth intercom
Group size : up to 15 riders

Rider to rider range: up to 1.6km / 1mi

DMC group range : up to 8km / 5.0 mi

User interface

Natural Voice operation 

Multilingual status announcements

Audio

Sound by JBL
40mm JBL speakers
JBL Audio profiles
Automatic Volume Control 

Connectivity

2 channels for mobile phone and GPS
2nd gen Dynamic Mesh Communication
Bluetooth 5.2
Universal connectivity
TFT connectivity
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SPIRIT SPIRIT HD FREECOM 2x FREECOM 4x PACKTALK 
SLIM

PACKTALK 
BOLD

PACKTALK 
EDGE

Riders 1-2 riders 1-2 riders 1-2 riders 1-4 riders 1-15 riders 1-15 riders 1-15 riders

Range (km/mi) 400m / 0.25mi 600m / 0.4mi 800m / 0.5mi 1.2km / 3/4mi 1.2 km / 0.75 mi 1.6km / 1mi 1.6km / 1mi

FM radio

Speakers 32mm 40mm HD 40mm JBL 40mm JBL 40mm JBL 40mm JBL 40mm JBL

Control wheel

Intercom Regular Bluetooth HD Bluetooth Live Bluetooth  
intercom

Live Bluetooth  
intercom

DMC DMC 2nd gen DMC

Natural Voice 
Operation

Code

PACKTALK EDGE - SINGLE 
P/N: PT200001 | EAN: 0828831843166
PACKTALK EDGE - DUO 
P/N: PT200101 | EAN: 0828831843173

World's best motorcycle communicator with 
Dynamic Mesh Communication for up to 15 riders.

EDGE 5.2

TELEC
UKCA


